On-site wastewater treatment systems

Figure 1: A subsurface drip system.

Subsurface drip distribution

Bruce Lesikar
Extension Agricultural Engineering Specialist
The Texas A&M University System

A subsurface drip system distributes wastewater to the lawn through a system of tubing installed below the ground surface. It generally consists of four main components: a treatment device, a pump tank, a filtering device and a drip distribution system.

Several treatment devices are available, including an aerobic unit, sand filter, trickling filter or constructed wetland. The choice of treatment device depends on the type of drip tubing being used and the manufacturer’s recommendations. The minimum treatment required is a septic tank to settle the solids. Most drip systems require additional treatment of the wastewater before it enters the filtering system.

The pump tank stores the water until the drip field is ready for a dose of water. A high head pump delivers the water from the pump tank through the filtering device to the drip distribution system.

The filtering device can be a sand, disk or screen filter. Its main purpose is to remove larger particles from the wastewater so they do not cause problems with the drip emitters.

Depending on the wastewater quality, the filter may need to be an automatic cleaning system.

The drip distribution system is made of a drip tubing approved by the manufacturer for use with wastewater. The tubing is generally 1/2 inch in diameter with an emitter in the tubing wall. The pressure inside the tubing is generally operated at 15 to 20 pounds per square inch (psi), with the water exiting the emitter at 0 psi.

The collection manifold for the drip system needs to be connected back to the treatment device for...
flushing solids collecting inside the drip tubing back to the treatment device.

**Advantages**

The drip distribution system can be used in most sites. It can be placed in clay soils, shallow soils and sites with moderately saturated conditions. It requires 1 foot of unsaturated soil below the drip tubing, and less surface area than a spray distribution system.

The drip system distributes the water uniformly in the lawn for reuse by the plants in the landscape. Pressure-compensating emitters can be used on fairly steep slopes.

**Disadvantages**

The drip system requires at least 1 foot of unsaturated soil below the drip tubing, which is generally installed at 6 to 8 inches below the surface.

The drip system has very small emitters that can become clogged with organic matter and solids if the system is improperly maintained.

Drip distribution systems require an ongoing maintenance contract to operate and maintain the drip field.

**How to keep it working**

- Pump the treatment system at least every 2 to 3 years to prevent solids from being dosed into the drip tubing.
- Check the filtering system periodically.

**Estimated costs**

Installation generally costs between $4,000 to $10,000, depending on the type of pretreatment, filtering device and monitoring system. The pretreatment system is a large component of the installation costs. A drip distribution system generally costs $2,000 to $3,000.

Maintenance costs are about $300 to $600 per year, which includes periodic pump-out, electricity and required maintenance visits.

---

The On-Site Wastewater Treatment Systems series of publications is a result of collaborative efforts of various agencies, organizations and funding sources. We would like to acknowledge the following collaborators:

- Texas State Soil and Water Conservation Board
- USEPA 319(h) Program
- Texas On-Site Wastewater Treatment Research Council
- Texas Agricultural Extension Service
- Texas Natural Resource Conservation Commission
- Texas Agricultural Experiment Station
- USDA Water Quality Demonstration Projects
- Texas On-Site Wastewater Association
- Consortium of Institutes for Decentralized Wastewater Treatment
- USDA Natural Resources Conservation Service

The fact sheet was developed in cooperation with the Houston-Galveston Area Council of Government’s On-site Wastewater Project.

---

**Texas A&M AgriLife Extension Service**

AgriLifeExtension.tamu.edu

More Extension publications can be found at AgriLifeBookstore.org

Educational programs of the Texas A&M AgriLife Extension Service are open to all people without regard to race, color, sex, disability, religion, age, or national origin.

The Texas A&M University System, U.S. Department of Agriculture, and the County Commissioners Courts of Texas Cooperating.

Produced by Texas A&M AgriLife Communications